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Class A1

SRI index(ASTM E 1980-01)                                     

Satisfactory

Compression resistance

Permissible diagonal 

deviation
Class 3L (2 mm)

Emission of asbestos Absent

External fire performance

≥ 34 Grigio                                        

≥ 39 Pietra Del Nord                                       

≥ 53 Bianco                                      

≥ 78 Superbianco 

Class 2T ( ≥ 4 MPa)

Water absorption/Mass loss after freeze-thaw test

200 - 200 - 200 - 150 - 100 

2B

Technical performances according to UNI EN 1339 STANDARD

Breaking strength

Maximum load class

Physical and mechanical properties (UNI EN 1339 p.to 5.3)

Class 3D / ≤ 1,0 Kg/m² 
60  ± 3 mm  

(Class 2P)

SHAPE AND DIMENSIONS (UNI EN 1339 p.to 5.2)

Length

NATURA - DIAMANTI - HISTORYProduct Line

EXTERNAL FLOORINGSIntended Use:

module size number 4 (300X200) - 4 (250X200) - 8 (200X200) - 9 (150X200) - 6 (100X200)

Weight each sqm

TECHNICAL DATA SHEET
Revisione n° 

Data:

CONCRETE PAVIN FLAGS

CASSIA
Product Name

135

Product Specification

DIAMANTI FINISH: the flags, after adequate curing, are subjected to a moderate abrasion treatment to remove the superficial residues of concrete mixture 

obtaining an exaltation of the natural color of the aggregates forming the finishing layer. 

HISTORY FINISH: the flags, after adequate curing, undergo a slight treatment of antiquing in order to model the edges in an irregular shape, giving the 

finished floor an antique look. 

The supplier company must produce a declaration of performance of the produced in compliance with the UNI EN 1339 standard.

All the areas indicated in the attached plans must be paved with concrete slabs produced in compliance with the UNI EN 1339 standard.

The thickness of the base layer and the materials to be used, will be those established by Project Management after evaluating the nature of the sub-base 

and the intended use of the flooring.

The contractor must indicate to Project Management the materials used for the various layers and their provenance.

The type, thickness, finish, color and characteristics of the elements will be those established by Project Management, for the individual areas. 

The floors will consist of concrete slabs CASSIA type of the dimensions of mm 300 - 250 - 200 - 200 - 200 x 200 - 200 - 200 - 150 - 100,  thickness mm 60 color 

................................. .. made in double layer with finishing layer obtained with selected grains of stone already colored in nature where the aid of oxide for 

coloring is marginal and able to maintain its natural color over time.

The whole is combined in the support layer of high strength concrete. 

To be laid dry on a 4-5cm thick sand bed with high geomechanical resistance, vibrocompact withsuitable plate and dry seal with clean and dry sand.

Thermal conductivity not relevant

300 - 250 - 200 - 200 - 200

Thickness

Class 3H ( ≤ 23 mm)

5,0 mm/m

not relevant

Slip/skid resistance

Width

RB BAGATTINI S.r.l.                                       
HEADQUARTER                                               

Via Selva, 6/8

24060 Zandobbio (BG)

PRODUCTION SITE

CUSTOMER SERVICE                                      

Via S.S. Briantea, 18                       

24030 Palazzago (BG)                                         

Tel. 035 556045                                          

Fax 035 556077

Abrasion resistance

3,0 mm/mMaximum concave

Maximum convex
≥ 60 (Natura - History)

≥ 70 (Diamanti)

Reaction to fire


